
Sterilization filter of specialized company's 
patented technology
∙Virus/bacteria sterilization function
∙Odor removal function
∙Sick house syndrome removal function
∙VOC removal function

Photocatalyst Air Sterilization Purifier

User's Guide
This is to keep users safe and prevent property damage. Be sure to read it and use it correctly.

6. Precautions for safety

7. How to solve the problem 8. Specification

After installing the wall mount bracket, be sure to check that it is installed properly.
-If not installed correctly, the product may shake or fall, causing injury.

Do not start in the presence of flammable gas.
-Hair spray, fuel butane gas, benzene, and etc. may ignite or explode.

Do not use except our genuine components.
-When replacing the filter, be sure to replace it with genuine components according to 
the instruction manual.

Do not spray directly with water or to clean or wipe with benzene, thinner, or alcohol.
-There is a risk of electric shock or fire, and the product surface may be deteriorated.

Do not block the air intake or exhaust port or place obstructions nearby.
-It may cause a breakdown, and the air cleaning effect will decrease.

Do not put heavy objects on the product or put objects on the outlet.
-There is a risk of failure, electric shock, or damage, and objects may fall and cause injury.

Do not pull the cord and touch the power plug with wet hands.
-There is a risk of electric shock and fire.

When needs repair, please contact the shop you purchased or a service center.
-If disassembled or repaired arbitrarily, electric shock or fire may result.

When handling the photocatalytic filter module, be careful not to damage it.
-Porous products increase sterilization efficiency.
-Be careful not to get moisture and impact.

Do not use near heat or humid places, gasoline, paint thinner, etc.
-It may cause malfunction or electric shock.

Ventilate occasionally when using in a closed room for a long time.
-Pay particular attention to ventilation when using it with combustion devices such as heaters.

If you do not follow the instructions,
The user may be seriously injured.

Model ALCURE A30C

Noise 38dB

Wight 1.2kg

Diimmentions 310x220x45 (mm)

Corresponding
Volume 35m3

Input Voltage AC100~240V

Input Current 1.0A

Frequency 50 / 60Hz

Output Voltage DC12V

Secondary Current Max.1500mA

Type of problem Resolution

Doesn't work. · Check whether there is electricity in the outlet.
· Please check the following connections.
 -Power plug and outlet connection
 -Whether the outlet is defective
 -Main body and power plug connection

Poorly air purified. · Before the operation, remove dust from the HEPA filter and attach
  it to the filter case again.Or please remove obstacles in front of 
  the product.

If it starts again after a long
time. It is poorly air purified.

· Please clean the pre-filter.
· If it isn’t enough poorly. Please replace the HEPA filter.

The odor is not completely 
removed.

· In case there is more odor than the treatment capacity, there may 
  still be odors.
· Recommended ventilation at the same time.

The product makes noise. · Before the operation, remove the HEPA filter and plastic cover and 
  then attach it to the filter case again.

Reduced exhaust airflow. · Please clean the pre-filter.
· Before the operation, remove the dust from the HEPA filter and attach
  it to the filter case again.

When installing the wall bracket, be sure to wear safety equipment.
-Please be sure to wear gloves and safety glasses before installing a product.

Do not open the front panel while driving.

Do not give intentional excessive shock to the product.

Do not insert your fingers or objects on the main body and front panel.
-It may cause defects or electric shock. Be especially careful not to touch it by children.

Please clean the filter regularly.

Turn off the purifier if it is not used for a long time.

If you hear any sounds, burning odors, and smoke from the air purifier, immediately turn off 
the air purifier. Turn off the power and contact the shop you purchased or service center.

If you do not follow the instructions,
Personal injury or property damage may result.

Before use, be sure to read ‘Safety Precautions’ and use them correctly. This product is for domestic use (Thailand). 
It cannot be used overseas with different power and voltage.

246 Times Square Bd., 24F, 24-03, Sukhumvit Soi12-14, Sukhumvit Rd.,
Klongtoey, Klongtoey, Bangkok 10110
Tel. 02 003 3217 / Email. info@delnnets.com

ALCURE air sterilization purifier protects the health of the family.
Contaminated air is removed with the powerful sterilization 
power of the photocatalyst that is harmless to the human body.
Disassemble and remove contaminated air to create an air that 
you can stay with confidence

Photocatalyst sterilization filter system

Delnnets Co., Ltd.

A30C



1. Product composition

2. Name of each part

Screws(3)Wall plate(1)HEPA Filter(1) AC Adapter(1)Main body(1)Manual(1)

�米光�媒 �菌��器
本���了安全事�的重要�容，
以防止�使用者及他人造成人身�害或���失。
�在充分理解下面�容（�志、��）的基�上��正文，
���必遵守所��的安全事�。

Stand(1)

1. Power switch: Power “ON/OFF” / operation mode
2. Pedestal
3. Vent: air intake/filter module
4. Outlet: Clean air exhaust
5. Mode indicator lamp: Power “ON/OFF”/ Low speed/ High speed

Operation mode indicator

outletPower switch

Inlet

Stand

Step 1 : Pre-Filter
Filter case

UVA LED Module

Step 2 : HEPA Filter

Step 3 : Photocatalyst filter module

· Large particle dust filtering

· Fine particle dust filtering

· Removal of odor substances
· Virus bacteria sterilization
· VOC material removal

5. Product main features

4. Maintenance method

Be sure to disconnect the power before maintenance.

① Pre-filter cleaning

② Replace HEPA filter
Replace the HEPA filter that removes even fine dust once every 6 months. Replace it frequently if the operating in a dusty environment

③ Body cleaning
-Wipe with a soft dry cloth.
-If there is contamination, wipe it with a slightly damp cloth.

3-staps cleaning system

2) Installation on the stand

3. How to use

1) Before using

4) Power “ON/OFF” & Air volume control

Sleep mode 
(slow speed)

OFF Strong mode
(high speed)

3) Installation on the wall

Mark along with the
hole on the backplate

Combine the body
to the back panel

Connect the power plug
to the main unit

Connect to
power outlet

Make a hole on
the mark by drill

Assemble the wall to
the back plate by screws

Shave the hole
by knife

Take out the HEPA filter
from box

Combined HEPA filter 
and main body

Separation of filter case
 from main body

Combined filter case
and main body

Put the power plug into 
the hole on stand

Connect the power plug
to the main unit

Bonding the body
to the stand

Power outlet connection

Clean the pre-filter once a month. However, the cleaning cycle depends on the usage environment and usage time, so please increase 
cleaning more often in dusty environments.

User's Guide

A30C

1. Remove the pre-filter after removing the filter case
-Remove the filter case from the main body by pulling the buttons while 
pressing both sides

-Remove the prefilter by pulling both sides of the prefilter upward from the 
filter case

2. Pre-filter dust removal
-If the dust is severe, lightly wash with lukewarm water in a neutral detergent 
(but do not rub at this time)

-If it is difficult to remove dust, use a vacuum cleaner
3. Assemble the pre-filter after completely drying in the shade
-Be careful of direct sunlight when drying the pre-filter (It has possibility that 
the filter be deformation)

-Do not use excessive pressure when inserting the filter (beware of product 
damage)

1. Remove the HEPA filter after removing the filter case
-Remove the filter case from the main body by pulling it while press-
ing both sides of the filter case.

-Remove the HEPA filter by pulling it out of the filter case
2. After replacing the new HEPA filter, attach it to the filter case 
body.

-Push the filter case to combine certainly.

1. Pre-filter: Filters large particles of dust, fibers, hair, and grease.
2. HEPA filter: A high-performance filter that filters fine particles and blocks fine dust, pollen, yellow dust, and other harmful substances 
in the air.
3. Photocatalyst filter module: A filter module that decomposes and removes gaseous harmful substances with strong oxidizing power 
that is harmless to the human body. It removes substances that cause sick house syndrome, removes odors, It has excellent functions 
such as VOC removal, sterilization antivirus, and sterilization bacteria.

-VOC (Volatile Organic Compounds) Removal: Organic chemicals containing carcinogens completely remove residual risk by decompos-
ing and removing the main causes of sick house syndrome. 

-Odor removal: It is excellent in decomposing and removing odor substances that exist in various ways in life.
-Sterilization, Anti-Virus: Strongly sterilizes viruses that are deadly to the human body and airborne bacteria, fungi, and bacteria that are 
improved in the living environment.


